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A1456XM

A1456X

A1456LM &
A1456LP

A1456XMWS (Cross Handles)
A1456XWS (Five Spoke Handles)
A1456LMWS (Metal Levers)
A1456LPWS (Porcelain Levers)

FEATURES FINISHES WARRANTY

www.rohlhome.com

• 1/4-turn ceramic valves
• 7” high column spout
• 8 55/64” reach swivel spout
• 1/2” F supplies
• 1.5 GPM
• 11” spout available, order part # C7445/11
• Eccentric union 1/2” female NPT x 3/4” male

NPSM
• 23” hose length
• Brass construction
• 2” straight union extension is available, order

C7205EXT

• Polished Chrome
• Polished Nickel
• Satin Nickel
• Tuscan Brass*
• Inca Brass**

Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

• Limited Lifetime*

* No Warranty on Tuscan
Brass Finish (TCB)

**Inca Brass available by
special order only

WALL MOUNTED COUNTRY KITCHEN BRIDGE FAUCET
WITH HANDSPRAY

ROHL Country Kitchen Collection
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Ø2 23/32”
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Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.
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Installation Instructions
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Installation Instructions

Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.
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Installation Instructions

Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.
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Installation Instructions

Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

Spare Parts

THE O-RING MUST BE ALWAYS PALACED
BETWEEN THE HANDSPRAY AND HOSE VALVES

RING
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Installation Instructions

Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

Current kitchen faucets have a flow rate of 1.5 GPM from the aerator and the hand
spray.

If you are experiencing low flow from the spout: Do not change the cartridge

• Unscrew and clean the aerator 1 
• Unscrew and clean the filters inside the supply connections. 3
• Check the supply lines for kinks or obstructions. 3
• Make sure the supply line stops are fully on. Not shown 

If you faucet has a hand spray, and your hand spray has obstructed flow or 
no flow:

• Check the hand spray hose for kinks.5
• Unscrew and clean the hand spray filter.4
• Clean the aerator in the hand spray. 2

LOW FLOW OR NO FLOW TROUBLESHOOTING INSTRUCTIONS
(ALL MODELS: A3608 shown)

5

4
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Installation Instructions
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Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

Installation Instructions


